Designacion de

rodamientos
Abierto RS
6308 | o0
6307 | O30
6306 | 500
6305 | O30°
6304 | O30
6303 | 0300
6302 | 9%
6301 30!
6309 | o0
6310 | 500
6311 | ol
6312 | O34
6313 | O3

Y4

6308
77

6307
Y4

6306
YN

6305
77

6304
77

6303
77

6302
77

6301
77

6309
77

6310
77

6311
77

6312
77

6313
77

6300 Series

Dimension (mm)

re:

40

35

30

25

20

17

15

12

45

50

55

60

65

RE: SI:
90 | 23
80 21
72 19
62 | 17
52 | 15
47 | 14
42 | 13
37 | 12
100 | 25
110 | 27
120 | 29
130 | 31
140 | 33

IS

min

1.5

1.5

1.1

1.1

1.1

1.5

2.1

2.1

Capacidades
de carga
basicas (kN)

cr

40.7

33.4

28.1

224

15.9

13.6

11.4

9.7

52.8

61.8

71.6

81.8

93.8

cor

24

19.2

15.8

11.5

7.8

6.55

5.45

4.2

31.8

37.9

44.8

51.8

60.5

il
v
Clasificaciones
de velocidad
(rpm)
Grasa Aceite
7500 9000
8500 10000
9500 12000
11000 14000
14000 | 17000
15000 | 18000
17000 | 21000
20000 = 24000
6700 8000
6000 7000
5300 6300
5000 6000
4500 5600

Peso

(Kg)

0.632

0.458

0.348

0.232

0.145

0.115

0.082

0.06

0.848

1.1

1.399

1.72
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6300 Series

6314 6314
6314 | 3% 2% 170 150 35 21 | 105 68 4300 | 5300 | 2.6
6322 | 0322 6322 10 56 96 11 | 184 | 93 | 13000 @ 15000 | 0.176

RS 77
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